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AUSTRALIAN PRICE LIST-

F-T00RT SERIES.

STANDARD CHASSIS (Based on Model F-707RT) includes:

Wheelbase 128"

Platform (LP) 139" (CA 106")

Frame 9" x 33" x 1"

Engine END673P

Clutch CL.28

Transmission TRD67

Front Axle FA534

Rear Axle RAS508

Carrier CRS84

Ratios'™4. 26,4, 63,0, 14,35,/07;
6. 17:-6:83

Wheels Cast Spoke

Tires:

Front & Dual Rear 10.00 x 20 (12P)

Rims (.5

Steering Gear SG261

Brakes Air

Electrical System 12 Volt. 55 Amp., Gen.
Starting System 12 Volt.

Cab CAR38 (No rider seat) s
Fuel Tank 51 gal., left side, steel, round
Brake & Elec. Conn. Semi trailer !
Radiator Shutters Automatic

Frontal Area 560 sq. in.

Shock Absorbers Front (Strut type)
Tachometer Single-hand type

Exhaust Vertical

Turn Signals Front

Rear View Mirrors Two, West Coast type
Front Bumper Flush type

Horn Electric, single tone

I.C.C. Lights One on each corner of cab roof
Marker Lights Cluster of three on cab roof
Right Hand Drive Standard

STANDARD CHASSIS WEIGHT - Front 6,690 1bs., Rear 3,600 lbs., Total 10, 290 1bs.

STANDARD CHASSIS PRICE (MODEL F-707RT)  ...... $19,670.00
OPTIONAL CHASSIS EQUIPMENT .
. Price Front Rear

Engine Model F707RT END673P (187 HP)  Std.
See approved Model F709RT END711 (210 HP) $310. 00 20
Power Train Model F711RT ENDT673 (225 HP) 610. 00 70
Combinations el PRURT ENDEACIPIER) (200 = 1

Model F719RT ENDTS864 (300 HP) 2650. 00 462

Model F785RT ENDT675 (237 HP) 836. 00 . 3

Maxidyne

A112.
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F-700RT SERIES.

Wheelbase: CA38 CAS39 CAS40
¥110" (LP 121", CA 88") (N/A) (N/A)
118" (LP 129", CA 96") (N/A) (N/A)

128" (LP 139", CA 106") (LP 117",CA 84") (LP 109", CA 76")
135" (LP 146", CA 113") (LP 124",CA 91") (LP 116",CA 83")
143" (LP 154", CA 121') (LP 132",CA 99") (LP 124",CA 91")

156" (1P 167", 'CA 134") (LP 145" CA-112") (LP 137 jCA 104") 65.00

% 110" Minimum wheelbase available with Mack Engines only

and RADIL.5281

Frame Rail. 103" x 33" x 3"
ReTr AT in

in addition to wheelbase extra for 9''x33"x3'" frame.

Clutch: CL58

See Approved CL50 (with clutch brake)
Power Train

Combinations

Transmission (See Approved Power Train Combinations)

TRD670

TRD722 or TRD7220

TRQT7220 Quadruplex

TRL107 Maxitorque (avail. F-785RT only)

TR722 Series Transmission is obligatory when G.C.W.
exceeds 58,000 lbs.

Overgear Transmission required when G.C.W. exceeds
73,000 1bs.

Starting:

Electric Starting, 24 Volt.

Air Starting

Front Axle: FA535
FA532

Power Steering :

SGP40 Sheppard, Integral, Hydraulic (FA534, FA535)
SGP39 Sheppard 2 i (FA532)
Air-O-Matic FA534, FAS35, FA532

Al13.

Weight
Price Front Rear
N/C -30 -50
N/C None
$27.00 5 10
33.00 17 26
22 35
$43.00
$43.00 15 7
$72.00 28 10
3
|
N/C None
368. 00 150 40
627.00 260 80
842. 00 3
N/C None
350. 00 -80 -82
172. 00 120
257.00 210
358. 00 67
406. 00 79
320. 00 65

May, 1968.



F-700RT SERIES.

Rear Axle (See Approved Power Train Combinations)

RAD529, Carrier CRD117, Ratios: 4. 00, 4.25, 4.62 $203.

4,88, 5.43, 5.78, 6.36, 6.80
RAD5291, Carrier CRD117, Ratios: 4,00, 4.25,4.62,

4.88,5.43, 5.78, 6.36, 6.80 269.

Note: Ratios available with each carrier are shown.
Reference to Data Book must be made for speed
and performance.

Springs.
Heavy duty Rear (Recommended where State law

permits 22,400 lbs. on driving axle) 34.
Helper Springs, Rear 98.
Cab:

CAS39, Sleeper, includes Mattress and Helper Seat

(72. 5" BBC) 426.
CAS40 Sleeper, includes Mattress and Helper Seat

(80. 5" BBC) ) 555.
Rider's Seat (for Standard Cab, CA38) 60.
Electrical System:

12 Volt. 60 Amp. Alternator (heavy duty) 91.
12 Volt. 85 Amp. Alternator (heavy duty) 102.

Fuel Tank: The following in addition to STANDARD

51-gal., right side, Steel, Round 120.
The following in place of STANDARD.

70-gal., one each side, Aluminium, Round 213,

70-gal., one each side, Steel, Round 203,

Note: 70-gal. tanks not available with 110" or
118" wheelbases. .

Steps for left side, Round Tank (for access to

rear of cab) 23

Trailer Conn: Full Trailer Brake & Electrical
Connections, no hose (in place of standard

Semi-Trailer Conn. ) 12,

A1

00

00

00
00

00
00
00

00
00

00

00
00

00

00

Weight
Front Rear
65
115
31
165
3
\
265
350
35
-10
None
60 40
50 20
{505 45
10
None

iy, 1dH



F-700RT SERIES.

Heater:

28,000 B.T.U. Fresh Air type hot water heater
and defrost (CA38 Cab)

39,000 B.T.U. Fresh Air type hot water heater
(two) and defrosters (CAS 39 & CAS40 Cabs)

Radiator:

Radiator, 700 sq. in.
Radiator, 1,000 sq. in
Radiator, 1,110 sq. in

Note: END711, ENDT673 require 700 sq. in. or
1,000 sqg. in. radiator.

ENDT673C, END864A, ENDT675 require
1,000 sq. in. radiator.

ENDT864 requires 1,110 sq. in radiator.
Tow Shackle:

One Shackle and Pin (removable), Front Bumper
Mounted.

Exhaust:

Underframe (in place of standard Vertical
Exhaust) not available on F719T

Rims:

Spare Rim 7.5 x 20"
Spare Rim 8.0 x 20"
8.0 x 20 Rims (6 only in place of 7.5 x 20")

Miscellaneous:

Hand Control Valve
Breakaway Safety Valve
Separate Air Brake Reservoir

Price.

$144.

196.

43.
117,
320.

14.

N/C

25.
25.
12.

59. 00
38. 00
59. 00

00

00

00
00

00

00

00
00
00

Weight
Front Rear
47
65
10
50
170
3
|
4
None
69
79
20 40



F-700RT SERIES.

g

APPROVED POWER TRAIN COMBINATIONS.

Engine Clutch Transmission Rear Axle
CL28 TRD67
TRD670
ENDG673P CL28 TRD722 RAD529
or TRD7220 RAD5291
CL58 TRQ7220
END711 CL28 3
ENDT673 or TRD722 RAD529
CL58 TRD7220 RAD5291 !
TRQ7220
CL58
ENDT673C or
CL50
CL58 TRD722 RAD529
ENDB864A or TRD7220 RAD5291
CL50 TRQT7220
TRD7220 RAD529
ENDT864 CL50 TRQ7220 RAD5291
ENDT675 CL50 TRL107 RAD529
(Maxidyne) (Maxitorque) RAD5291
A116 May, 1968




